




http://gurtam.com/en/docs/user-guide/




0 L_U|6|Oﬁ USER GUIDE

Trace:

» Wialon User Guide » Overview

You are here: Wialon User Guide » Overview

Overview

Complex monitoring system software of fifth generation in which best and innovative ideas are gathered. For practical
acquaintance and testing you can try the newest version of Wialon™ B3.

Web browsers supported:

Mozila Firefox 3+
Opera 9.6+

Internet Explorer 8+
Google Chrome 2.0+

Distinctive features over similar software products are:

Client/server architecture with support of multichannel asynchronous connections;
Built-transactional storage system from the well-known producer in the world;
High data performance;

Script supporting, i.e. opportunity to work with the system at the macrolanguage;
Distributed architecture designed for the millions of users and tracking units;

Support for GSM modems, binary SMS, long SMS, and also possibility to work with SMPP protocol, de facto
standard protocol for receiving/sending messages to mobile operators;

Embedded web server integrated with operating system functions (Linux version);
Modular system - for today there are about 50 modules and even more variety of plugins;
Control access and user rights;

Close integration with WebGIS-3 server - search on map, route construction, address detection by coordinates,
image reception map and many more;

Unit remote control via SMS/GPRS;

Notification for various events such as speeding, entrance to a geofence, change of sensors value and digital
inputs;

Notifications can be sent by e-mail or SMS, displayed online or stored in the unit history to be later included in
a report;

Support jobs running under a specific schedule, such as the delivery of reports via e-mail or execute a
command over the unit;

Unit groups support;
Access from mobile devices such as a phone or PPC;

Large, constantly expanding list of supported devices (over 120 types at the moment).
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Interface Table of Contents N

*Interface
User interface of the service is simple and in many cases intuitive intelligible. There is
plenty of screen tips associated with various buttons, icons, dialog boxes and other
interface elements.

-Top Panel
*Modes Panel
*Work Area

In the picture below, you see the service general view. To observe the site in a *Ground Panel

greater scale, enter the fullscreen mode by pressing the <F11> button on the *Map
keyboard. This hotkey is supported by most of browsers.

— o o | T 1380313t e Q

W map (1) [ ges(2) | o . A | G I 'y
e M . Jj 1 Wi cchasgelics ss
Fus ;08 No@nGelasde@o-]| &
¥ 65 man 4B 1966 2 roelloR s~ 0O Ly
W [= man 8523-RU N -RY | B A P‘,sP'fq“w ¥ _%
F @ 720 rOeillmEe O 27 -
¥ ## Bavarian Tractor A -RY s SR+ I Por - ;_,pn:m
e s
W & Mr, Smith rQelleR -0 |5 e
~ & wman TC 37-27 -1 Y 34 + I e cl
¥ @ Ford Transit 9064 rEelleR s~ © \ o wﬁg"w hef&i ' E;é .
F 9 Man 1238-RU PSR &~ 0O “'\ i e Samantha’s B c:,::i.- = 1‘;,#_\;
W &= Mustafa LR R A+ .-{Ji '";"‘,_',‘P e
F P aasaoiEc rOvlleR SO - W?mt::livi;ﬁ
S5 MAN AE 1977-5 rGelleE -0 o
F @ sB11385 rOClleE e O S, .
W @ 2108 rOeleRs 0 | T N
Fes t‘:ﬂ;;ﬂ;ﬂ;ﬁ Phaston S ID " 0 l\ Laatzen
W #% Alabama rOBlleR -0 ‘5‘. AT
] *Gellels -0 st sl et i Bl 3
F @) Mercedes Smart rOElleR -0 16:00:03: New message from unit 'MAN AB 1966 2' was recaived at 15:57:23,
i LT T | e e b
F 88 pus 6764 »rQellof <~ Ou New message from unit 'MAN AE 1977-5 was recelved at 15:57:16, 19
| 16:00:29: New message from unit MAN AD 1968 2 was received at 155848 M.0761°: £ 0002 .._;_,“_43
a0 - e — -
Top Panel

At the top of the window there are the following elements: login (username) which has been used to enter the
service, the current time (in brackets there is a time zone), the Settings button, the Tools menu, the
Language menu, the Logout button, and Help.

If the time is displayed in red color, it means that the server is not available at the moment. This can happen
by a number of reasons. For example, the Internet connection is broken or some trouble has happened to the
server.

In case you see the red time, refresh the Internet page by pushing <F5> or <Ctrl+F5> (these keys are
supported by most of browsers).
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Besides, in the top panel the notification about days left will appear (if it is provided in your billing plan).

Modes Panel
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Three basic modes are available in Wialon:

= Map Mode where you track you units and manage attendant system objects like geofences, drivers, job,
notifications, etc.

= Messages Mode where you can view database of messages received from your units.
= Reports Mode where you generate reports based on data received in messages.

To switch between the modes, click on the item you need in the modes panel.
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Work Area

The left side of the screen is the work area. There several panels can be selected. They contain the basic
instruments to manage the service:

= Monitoring (tracking units position, state and movements);

= Tracks (viewing movement history);

= My Places (POI) (creating, editing, removing points of interest on the map);
= Geofences (creating, editing, removing geofences);

= Notifications (creating, editing, removing notifications about events);
= Jobs (creating, editing, removing jobs);

= Route Control (controlling units on routes);

= Units (managing available units):

= Users (managing other users);

= Unit Groups (grouping units in your own way);

= Drivers (creating drivers and assigning them to units). ~

The panels are available only in the Map Mode, which can be selected in the modes panel. To navigate through
the panels, place the cursor over the name of the panel on top of the work area. Then in the list that appears
select the necessary panel.
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It is more convenient to navigate between panels using Shortcuts.

{Ty Attention! Your package may contain not all of modules mentioned above. So, the list of panels may have
fewer items.

The work area size is changeable. Click on its right border and drag right or left to widen or narrow it.

Ground Panel
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MapS Table of Contents N
*Maps
The Map Mode can be selected in the modes panel. “Map Types
*Navigation
Login: softsoft | Time: *Zooming the Map

*Using the Map in Different
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Usually, the map occupies the greatest part of the screen. Units and their traces, marked places, geofences and other
elements are displayed on the map.

To expand the map, hide the work area and the log. The appropriate buttons are situated on the ground panel at its

b
ends: « and * . In addition, you can switch to the fullscreen mode by pressing <F11> that is supported by most
of browsers.
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Map Types

Along the right edge of the map there are three buttons d Clicking on the upper
one will open an additional window to choose the map source. Select the map source
you like, and currently displayed map area will be reloaded from different source.

To expand the list of available maps, go to User Settings.

Navigation

There are three basic ways to navigate over the map.

1. Using corresponding buttons
At the left top corner of the map there are four arrow-like buttons that allow you to move map over the
screen up, down, right, and left correspondingly.
2. Using the mouse
This is similar to drag and drop method. Left klick on any place of the
map and drag to necessary direction. Then release the mouse button.
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3. Using minimap panel : :
This way is more convenient when working with large scaled maps. To [P o 3

open this panel, the lowest of plus-buttons “= at the right edge of the
map. Click on any place in the minimap window to move fast over the map.

Zooming the Map

Here several methods are also assigned:

1. Scale on the map
At the top right corner of the map under navigation buttons there is a scale that allows to zoom in (+) or
zoom out (-). At the same time, the center of the map is staying stable.

2. Mouse scroll wheel
It is more convenient to adjust zoom level using mouse scroll wheel. Scroll up corresponds to zoom in, scroll
down corresponds to zoom out. During the scrolling actions point the mouse cursor at needed place so that
it would not get out of sight.

3. Mouse and <Shift> button
If you push and hold <Shift> button and select some area of the map with the left mouse button, the map
will be zoomed in to this area.

4. Double-click
Double-click on any place of the map to zoom it in.

At the bottom of the map the current scale (in kilometers/meters and miles/feet) and geographical coordinates of
the cursor are indicated.
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Using the Map in Different Modes

The map is common for all of three modes: map mode, messages mode, and reports mode. It means that while
switching between modes the zoom and coordinates of the map center remain the same. Graphic elements such as
track lines, markers, places, geozones, units icons stay in their places as well.

However, graphic elements maped in any mode can be easily on or off. To display or hide these elements, put
marks in the corresponding check boxes in the modes panel.

¥ messages {(2)
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Shortcuts

Keyboard shortcuts give more convenient and quick to navigate through the site. This feature is activated in User
Settings.

Switch mode shortcuts:

= 1 - the Map Mode;
= 2 - the Messages Mode;
= 3 - the Reports Mode (if only you have purchased reports module).

Tools shortcuts:

= 5 - the distance tool;
= 6 - the area tool;

= 7 - the address tool;
= 8 - the routing tool;
= 9 - the hittest tool.

Interface shortcuts:

= ~ - hide/show the work area;
= L - show/hide the log window.

Panels shortcuts

= Q - Monitoring;
= W - Tracks;

= E - My Places;

= R - Geozones;

= A - Jobs;

= S - Notifications;
= D - Routes Control;
= Z - Units;

= X - Users;

= C - Unit Groups;
= V - Drivers.

The hints for the shortcuts are given in brackets as it is shown in the picture below.
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As it is seen, the names of the panels are divided into three columns. The content of columns can be
different and depends on the modules installed. For example, the first column consist minimum of two
items: Monitoring and Tracks.

You can see with half an eye that to reach the items from the first column keys on the top row of the
keyboard are used: Q, W, E, R.

For the second columns of items are used hot keys A, S, D that correspond to the middle row of the
keyboard.
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Tools

Tools are additional service features that do not require working with database. The list of available tools is accessible
through the Tools menu in the top panel.

With a help of such features as Distance, Area, Address, Routing, Hittest, and Nearest units you can measure
the length of polyline or just a distance between two points, measure an area of any zone, find out the address of
some place on the map, get to know the shortest way to a certain destination point, etc.

)

-
&TLE 7{’
(2]
Hansestadt Salzwedel

To get more accurate measurements, observe the following rules:

= To add a point, double-click on any place;

= To insert a point, double-click on the segment between two points;

= To delete a point, double-click it;

= To reposition the point, click on it and holding the left mouse button drag to another place on the map;
= To stop measuring, push the Cancel button in the popup window.

Find detailed information here:

= Distance

= Area

= Address

= Routing

= Hittest

= Nearest Units

14
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Area

Choose Tools Area in the menu. To draw a polygon follow the same directions as for polyline creation. The
perimeter and total area can be known from the popup window in the corner.

= y
Double click mouse button to add new point. Also you can
modify points, for that hold left mouse button on point and
move it in other place on map.

erimeter: 62.524 mi, (330293.437 )

25&:;\“85 miz, (6940456777.254 ftz)

It is also possible to calculate the area of intersecting polygones. When creating such an area, sections filled by
semitransparent white color are included to the resulting area.

Use the Reset button to clean the map and draw a new area.
See also:

= Distance

= Address

= Routing

= Hittest

= Nearest Units

] ]
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Address Table of Contents N
*Address
Th address tool is designed to: -Search

. . *Address Detection
= find a place (city, house, etc.) on map ;

= detect the address of a place.

*Save as Geozfence

Choose Tools Address in the menu to make use of the tool.

The address information can be received form different provider (depending on maps activated and their support):
WebGIS, Google, Yandex, etc. (see type of map).

Find an address -ﬂ j
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To start searching, input the first letters of the name of the city/town into the City field. After typing ‘
three or more characters, in the Results field a list of places starting with these letters will appear. If the

place you are looking for is the first on the list, push <Enter>. In other case, select the necessary item in the
list and click on it.

The similar actions can be performed in the Street field. After selecting the street, a list of houses located there
becomes available. Choose one, and the map will be centered at this house. The place will be marked with a
blinking red pointer.

The search can be stopped on city or street if it is enough for you.

The Prev button is used to go back to the street search (if you are already selecting a house) or to the city
search (if you are in the street field).

If you have moved the map or zoomed it, you can reset changes pushing the Show button.

To start a new search, press New.

Address Detection

To know address of a point on the map, just double-click on it. See the address and the coordinates in the

popup window.
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Routing

This tool helps to quickly make routes from one point to another. These routes can be saved as geozones and edited
later.

Choose Tools Routing to make use of this feature. Double-click on the map to indicate the departing point. In the
same way mark passing points if needed, and finally put the ending point. After that, push Calculate. The route will
be tracked automatically and snapped to roads.

Routing lﬂj
15

Py
Double click mouse button to add new route point. Also 2
you can modify sections, for that hold left mouse button d
on point and move it in other place on map.

- Provider Google_'l l,r y
i e [T walking mode

[T Awoid Highways

Info 12.160 km - 140 points

Reszet Cancel

Eegierun&%_rbear
BICEC .

o

Depending on map provider (it can be chosen on the dropdown list), more features can become available. For
example, if Google is the source of map, the route can be mapped regarding the way you travel: by car (default
option) or walking (if the appropriate check box is ticked); or you can choose to avoid highways. Yandex adds
possibility to take into account traffic jams.

To track another route, push Reset. To exit the tool, push Cancel.

After the route is mapped, it can be saved as a line-shaped geofence. To do this, enter geofence name and push
Save. The newly created geofence will appear on the Geofences panel.

See also:

= Distance

= Area

= Address

= Hittest

= Nearest Units

— [ F—
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Hittest

This tool is applied to tracks only. There three ways to get a track on the map:

1. In the map mode, open the Tracks panel and request tracks of unit movement for the indicated period.
2. In the messages mode, while viewing messages for the indicated period, the track is mapped automatically.

3. In the reports mode, while generating a report the track is mapped if the corresponding option (‘Trip routes' or
'All messages on map') is selected in report template.

Choose a track in the dropdown list. Hover the cursor over track to get accurate information about any point in a
tooltip. Double-click at any place of the track (or even on the map), and the nearest to your click message will be
found and highlighted by the marker. The map will be centered on this point.

Two modes are available here: single-point and multipoint. Depending on your choice, you can get information about
one or more points at once. The information is displayed in the popup window when placing the cursor over a marker.
The information is: date and time, location, coordinates, speed, sensors values. It is duplicated in the table at the top
of the screen.

Track hit-test -ﬁ j

Choose the track you need in the dropdown menu. E
Double-click on the track to request information about any J
of its points. Switch to the nwltipoint mode to set several
markers at once.

1 Tracks Globus GPS GLE00 [Reports) j
Mode  Single-point & Multipoint
(2]
Dalfsen RBeset Cancel

#H2000-11-26 14:44:08 - 2966.5 krn (+2 4 days 6 hours)
2000-11-26 15:08:55 - 2014.5 km (+24 minutes 47 =00
seconds +48.0 km)

Tine 2009-11-26 15:08:55

Location A1, Deventer, ML

Speed 109

Coordinates 52.23464, 618854 (11) n
Altitude 9m

(2]
Raalte ) =
Cocroanme yorpoicrea Unknown

F 2009-11-27 07:54:14 - 3069.4 km (+16 hours 43

minutes +54.9 km)

2
Rijasen

H‘aaki\aﬂ;en

If the multipoint mode is selected, you can mark several point of the track. The active (selected) point is then blue
and others are red. In the table the active point is also highlighted by blue color. To navigate from one point to
another, click on a corresponding marker on the map or corresponding row in the table. Besides, if the multipoint
mode is selected, the displacement from the starting point (in time and distance) is calculated, and in brackets you
can find the displacement from the previously put point.

See also:

= Distance
= Area
= Address
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User Settings

To view user settings, click on Settings on the top panel. Here you can customize
some parameters of service functionality.
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Table of Contents -

“User Settings

*General Settings
=Show in unit info tip
=Unit vizualization on map

*Monitoring Panel

*Maps

=Account

*Retranslation

The User Settings dialog can contain up to five tabs according to the service configuration: Settings, Monitoring Panel,
Maps, Account, and Retranslation.

General Settings

The first tab contains general settings. Here you indicate you time zone, input your e-mail address, change the
password to enter the system, and set many other parameters.

Time zone

User Settings

Settings ][ Monitoring panel “ Maps

Time zone:

Davylight saving time;
E-rnail:

Enable public access to locator page:

User's phone numbers:

Access key to mobile site:

Use US retrics (riles, gallansy:
Play sound for events:
Use kevboard shortcuts:

H Account ” Retransla‘tiun}

[-08:00] Pacific: Time [US & Canada)
™

your-emailEyaur-damain,

i
+13 7836711 5 +191 77034973

Change Pagzzwaord

123
v
r
v
=
Cancel OK

Indicate your time zone accurately because all time values in messages got from devices are displayed in
accordance with time zone selected.

Daylight saving time
Check this option if in your region you use summer and winter time.

E-mail

This e-mail address will be used to send you a reset password link in case you forget your password.

Enable public access to locator page

If you enable public access to your account, your units location will become available to other people and at any
moment accessible to other people through the locator page. Enable the option and save user settings. Then
display the dialog again and follow the locator page link to see how it will look. The feature works only with Google
Map service.

(1) Attention!
When the public access is enabled, it means any who knows your login can track your units.
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City

In this field you can indicate your city. It will be used in the Nearest Units instrument as the default city. Enter the
full city name or its beginning, and in the dropdown menu below confirm your choice selecting a needed city from
the list (there can be several towns with the same names in different countries).

User's phone numbers

Key in one or more phone numbers which you are going to use to manage units via SMS. If a command comes
from some other phone, it is not processed. Phone numbers should be written in international format (for instance,
+19176726154,+15551234567) and separated by comma (with no spaces). They should start from ”+”, then
follow country code, communication statement code and the phone number itself.

Change password
If you push this button, some additional fields will appear. You will be asked to input your current password, and
then your new password (two times).

Access key to mobile site
If you are going to use mobile phone or PPC to manage the server, enter the access key. If you leave this field
empty, the access will be denied.

Use US metrics (miles, gallons)
By default distance is measured in meters (kilometers), and fuel level is given in liters. Mark this check box to
switch to the US units of measurement - miles and gallons.

Play sound for events
The sound can be played for online notifications and driver's messages. When a notification or message pops up,
the browser will play sound. In Windows OC %QuickTime Alternative can be used as media player.

Use shortcuts
Check this box to activate Shortcuts.

Show in unit info tip

Parameters in the latest message
Message parameters are CAN bus, power voltages, and many others. Their names (as they come in messages)
and their raw values can be shown in unit info tip.

Presence in geofences
If unit is situated in a geofence, its name will be displayed.

Sensors values
If activated, all sensors configured for the unit and their known values will be listed. Custom sensor name is
displayed and the value processed according to calculation table of this sensor.

Custom fields
If activated, all custom fields will be listed in unit info tip.

Drivers information
If activated, driver(s) bound to the unit will be displayed in unit info tip.

Maintenance state
If activated, service intervals together with their state (days/engine hours/kilometers left or expired) are shown.

Unit vizualization on map

Replace unit icons with motion state signs
If marked, unit icons are hidden, and all units are displayed with motion direction arrows (if they are in motion)
or with blue rhomb shaped marker (if they are stationary).

Display overlapping units in one icon

If one or more units overlay on the map, their icons can be grouped into one. It lightens visual reception .-
of the map. The exception is in two biggest zooms where all icons are displayed regardless their |[Z3
overlapping.

Show unit icons at map borders
If a unit gets out of view, its icon will be displayed at map border in the direction where the unit is located.
Click on this icon to move to this unit on the map.

Trace
It is possible to indicate the length of the trace which is added to a moving unit on the map (the 'Points in
traces' parameter), and choose the color and width for it.

Monitoring Panel

In this tab you can customize the view of your monitoring panel. Choose the elements to be displayed in the
working list. If you mark an element in the left check box, this item will have its own column in the monitoring list.

If you mark an element in the right check box, this item will get into device actions menu under  button. If not
marked at all, the item is not displayed.
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You are here: Wialon User Guide » Monitoring

Monitoring

Unit tracking includes:

= detecting unit position and watching its motion;

= unit management(sending messages, assigning jobs and drivers, adjusting notifications, etc.);
= supervising unit parameters such as speed, fuel level, temperature, voltage, etc.;

= interpreting information derived from the unit.

The results of monitoring can be presented on the computer screen as well as exported to structured reports in
different formats.

Tracking is performed in the main window. In the work area open the Monitoring panel. There the work list of the
units being controlled at the moment is displayed.
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Tracking Overview

To see a unit on the map, click on its name in the work list. The map will be centered by this unit, and current
map zoom will remain the same. Hover the mouse pointer over the unit to see detailed information about unit
current state in a special info tip: unit name, device type, last message time, location (if address information is
available for these coordinates), speed, altitude, number of satellites locked, sensors and counters values and
parameters, driver, geofences and many other depending on user settings.

Only units checked in the first column of the table are displayed on the map. To display all units from the work list,
mark a check box in the left top corner of the table. Unmark this check box to remove unit icons from the map.
However, if the option Show unit icons at map borders is selected in user settings, in case a unit gets out of
view, its icon is displayed by map border. Click on such an icon to move to the unit on the map.

The units marked in the first column are seen on the map if only the map is positioned and zoomed in such a way

that these units get in sight. However, you can watch a unit constantly if checking the box Always in sight L
Units marked in this column are always seen on the map. If such a unit gets out of view, the map automatically
centers at this unit each time when a new message comes.

On the map units are displayed by the images attached to them and their names. If a unit is currently in motion, a
green arrow shows movement direction. If the unit is stationary (according to the last message), this arrow is not

shown. If the Unit movement directions option A is off, the direction of movement is shown when hovering the
mouse cursor over the unit.
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The unit can b e followed by a blue tail. This line shows the track passed furing several latest messages. If no
track is displayed, it means that the unit was stationary these messages or the page has been just loaded.

Three buttons can be found in the ground panel of the window. They control how units are displayed on the map:
S . hide/show unit traces;
- hide/show unit names;

A hide/show unit movement directions.

Navigate the map and zoom it according to your needs. Detailed description of how to manage the map is given in
Maps.

Get to know more:

= Icons Explanation

= Unit List Management
= Executing Commands
= Unit Groups Monitoring
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You are here: Wialon User Guide » Monitoring » Icons Explanation

Icons Explanation

All icons have tooltips that explain icon's meaning. To read a tooltip, put a mouse pointer over a chosen icon.

7
i1
o
4
21

i

The first column in the table is filled by check boxes. Put flags near units you want to be displayed on the map.
Put a flag at the top of the table to mark all units at once.

The button to add units to the list using a filter.
The button to add all available units to the work list.

The button to sort units by name in direct order.

The button to sort units by name in reverse order.
Unit state:
“ _ unit is moving,
=
e unit is moving, engine is on,
@ - unit is stationary,
Q - unit is stationary, engine is on;
@ - the last message from unit was received over an hour ago: unit was stationary;

- the last message from unit was received over an hour ago: unit was moving.
Unit state is detected according to its speed value in the last message received.

Unit connection to server:
- unit is connected,
" _ unit is not connected.

This column indicates information accuracy.
First bar shows if there are satellites which captured the unit:

E] green - satellites are available,

u red - none of satellites is available.
To know the precise number of satellites locked, place a mouse cursor over the icon.
Second bar shows the last data was get from unit:

E] green - unit sent data less then 3 minutes ago,
D yellow - unit sent information within the last hour ,
D orange - unit sent data within the last day,

u red - there was no messages for a long period of time.
To know the precise time of the latest information update, place a cursor over the icon and read a tooltip.

In this column sensor state can be shown
(if the appropriate parameters are set in Unit Properties == Advanced => Sensor color in the Monitoring panel):

© the value is unknown (or the option is not activated for this unit);

n (or a small square of any other color) visualizes sensor's value. When putting a cursor over the square, in
the popup window you can see the value or description.

The button to send a command or a message to unit:
L

[

- there are available commands,

- there are no commands available.

Mark a unit to perform its active tracking, that means it will be always in view when a new message comes from
it.

View messages received from unit (see Messages Mode)
Register an event like fuel filling, maintenance work, etc.

Display unit configuration dialog. Close to the icon you can see a point of a color which corresponds to your
access level to this unit:

f yellow - view level,
o green - execute commands level,
e blue - edit level,

o pink - manage level.
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4. Press OK. The command will be executed immediately, and its result will be reported in the log. To show or
hide the log window click on the double-arrow in the right bottom corner of the window.

A command can be sent to a group of units at once.

Chat with Driver

Operator (dispatcher) can exchange messages with drivers. To do this, select the command Send message to
driver and type a text.

Execute a command

Send message to driver

Driwver, oo home!

Cancel Back OK
In case the driver answers, driver's message will popup in a special window at the top of the map. New message

can be accompanied with a signal (see User Settings. If you have unread messages, the icon at the bottom of the
window near the messages button blinks, and in its tooltip you can see the number of unread messages.
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In the list newly coming messages are added to the top. The headers of unread messages are bold. To
expand/hide the full text of a message, use the switch button plus-minus.

When clicking on a message, the map is focused on the place where this message was received. When clicking on
a unit name, the map is focused on its last location.

To delete a message, click on the cross at its right. You can also delete read messages or all messages at all if you
use the appropriate buttons at the bottom of the messages window. To simply hide the messages window, click on
the messages button at the top of the browser. To display the messages window again, click on the same button.

The operator can quickly send a reply to the driver. When clicking on the green triangle-shaped button Send
messages to driver, command executing dialog appears, and the operator can type the messages and send it.

Besides, you can generate a report called Chat, which will contain all chat history including operator's messages
and driver's answers.
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Events Registrar Table of Contents N

*Events Registrar
Different events can be registered in unit history and then shown in the

corresponding reports. Some events such as speeding, idling, visits to geofences,
sensor values, etc. can be detected automatically be the system with the help of
notifications. Other events such as fuel filling, maintenance or any custom event are
registered in unit history manually with the help of a special tool - Events Registrar.

*Register Fuel Filling

-Register Custom Event

-Register Maintenance Work
"Registered Events in Reports

. . . S .
To display the registrar, press the button on the monitoring panel . If you do not see such a button , it can be
added in User Settings == Monitoring Panel.

(T} Attention!
To register events for a unit, you need to have the access to this unit execute commands, edit, or manage. If you
have just view access, the registrar button is dimmed.

Push the button and choose one of three types of events to be registered: register filling, register custom event or
register maintenance work. Press Next.

Register Event

Available events:
@ Register filling
0 " Register custom event

S i Reqgister maintenance work

Register Fuel Filling

In the Monitoring panel you can register fuel fillings for units manually. Manual registration helps to estimate
the difference between registered and detected fuel, compare consumed fuel with consumption rates, calculate
running costs, etc.

In the registrar select Register filling and press Next.

Filled volume: an It
Cost: 12
Description: Fuel filling of 20 lt to the amount of

12 was made.

Date: 11 May 2010 11:54
Time dewviation {£): 20 min
Location: L 3195, Birgtein, DE Reset Location

Enter the volume of filled fuel in liters and the cost. Fractional numbers (up to hundredth) can be also used for
fuel volume and cost. To enter fractional numbers, use point as delimiter. For example, to register fuel filling for
77 dollars and 88 cents you enter '77.88'.

Entered values will be automatically added into the Description field below. If necessary, you can edit the text
manually. Then enter date and time when the filling happened and possible deviation from this time in minutes.

Besides, it is possible to indicate the place where the filling happened. To do this, press the Select Location
button. The focus will switch to the map, and you can indicate the place by double-click. The address of the
place will be detected by Web-GIS and written in the Location field. Press the Reset Location button to clean
this address and indicate another one. Besides, you can manually edit this field (for example, you can add gas
station name). When the focus is on the map, the dialog moves to the up left-hand corner, and the Restore
Dialog button appears. If you [ress it, the dialog becomes active again even if you do not indicate any place on
the map.

Register Custom Event

Select Register custom event in the registrar and press Next. Give the event a name, enter description and
choose the place.
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Available commands Supported
[ 0 Send customn message .
[l ﬂ' Locate device .

[ @ Set online report period A

Mot supported by ¢

Boss

q Polo_z2

Cancel OK

4. Set additional parameters if needed. For example, input/output index, report interval, etc. (depending on
command type).
5. Press OK. The command will be executed immediately, and its result will be reported in the log.

— I E—
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Trace: » Unit List Management » Executing Commands » Events Registrar » Unit Groups Monitoring » Tracks

You are here: Wialon User Guide » Tracks

Tracks

Track is a line drawn on the map that shows how a unit moved during the indicated
period of time. A track is mapped according to the points from where messages
came. Each point stores also date and time when the message was received and
speed at that moment.

To view trip history in the map, switch to the Tracks panel.

Table of Contents -

“Tracks
*How to Map a Track
-Speed Based or Sensor Based
Tracks
"Tracks Management
*Invalid Tracks
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How to Map a Track

A WN R

First, select a unit in the drop-down list.

Select color for the track. It can be one-colored or multicolored (colored by speed or sensor values).
Indicate track width in pixels (track line thickness).

Indicate weather you want annotations to be displayed. Annotations are hints which are attached to each
point of the track to show when (date and time) the message was received. On big zooms information about
speed becomes also available. Annotations are rather informative but they make visual reception of track
more complicated. That is why it is reasonable sometimes to switch them off.

Trip detector affects mileage and track visualization. For example, in places of stops and parkings there will
be just one point instead of conglomeration of points, and the mileage will include just intervals detected as
trips.

Define the interval within which you want to get the data.

After filling in all fields, press Map the track. A point-to-point track built according to preset parameters will
appear on the map.

If within the indicated period there was no messaged form unite, the button Map the track is not active.

If within the indicated period the unite was not moving there will be no track on the map, however it will be in the
list of tracks below, and the distance travelled will be 0 km.

If it is too long to wait the track to appear on the map, it may mean you have indicated too large interval or your
Internet access rate is low.

You can add tracks on any unite for any time interval. The list of tracks created will be displayed in the work area
at the left. To prevent tracks merging, select different colors for them.

After you have drawn the track it is impossible to change its parameters (time, unite, color, annotations). In case
of error, delete incorrect track and create a new one.

Speed Based or Sensor Based Tracks

M1
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= To view messages that form a track, go to the Messages Mode.
= The Hittest tool can be applied to a track.

Invalid Tracks

When mapping a track you can get a dashed line that means that some track coordinates are doubtful. It may
occur because of connection loss or other malfunction.
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3. Save Geofence

When finished, press Save. In case of mistake, press Clear and try again. To close the create mode without
saving results, press Cancel.
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Geofences Management

In the work area there is a list of all created geofences. Geofences are given in the alphabetical order. If placing a
cursor over a geofence's name, in the popup window you get information about geofence type and other
parameters (ride beginning/end, address source).

v Put check marks in the left column to show which geofences should be displayed on the map. Unselect this
box to remove geofences from the map.

Shows how many units are situated in the geofence at the moment. To know which are these units, place the

*? | cursor over the number.

:,j‘ The button to edit geofences. The size, shape, name, color, position, and other parameters can be changed.

4 | The button to copy a geofence. You can edit the geofence and save it under another name.

& | The button to delete a geofence.

For your convenience, there is a filter with several predefined criteria to sort the geofences:

= All geofences;

= Geofences with control points;

= Geofences without control points;
= Geofences used as address;

= Ride beginning;

= Ride end;

= Ride beginning and and;

= Polygons;

= Lines;

= Circles.

To quickly find a needed geofence, you can use a search field. Enter geofence name or a part of the name,
replacing any number of unknown characters with the asterisk sign (*). Press <enter> to apply the search
parameters.

Import/Export

Geofences can be exported and imported via KML files.
Usage
While Tracking Online

Geofences can be displayed on the map and mark some area of interest and simplify visual reception of the
map. If a geofence is displayed on the map and the mouse cursor is placed over it, you can press <ctrl> to
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see its name, area, perimeter, and the list of units located in this geofence at the moment with addresses

where they are.
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If a unite is situated in a geofence, this fact can be shown in unit info tip. For this, check the option
Presence in geofences in User Settings.

To Routes Control

Line-shaped geofences with control points can be used to control routes: following th predefined route and
visiting indicated points in indicated time. See Route Control.

In Notifications

You can be notified by e-mail, SMS, online or by other means when your unit leaves a geofence or enters in
a geofence. It is possible also to set speed limitations and sensor range for unit during its presence in a
geofence. Besides, on an entrance to a geofence or an exit from it, an action can be performed
automatically: send a message to driver, block the engine, change users access to this unit, and many

others. See Notifications.

In Reports

Geofences can be used in reports as addresses (in the Location column), if Geofences as address source is
checked. See Data in Reports.

Geofences can be used to generate reports on rides and unfinished rides. This is used, for example, to
control how a cargo is transported in several trips.

A specialized report on geofences can be generated. In it all entires and exits to/from selected geofence(s)
are given together with visit duration, distance travelled within the geofence, average and maximum speed,

etc.
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Trace: » Unit Groups Monitoring » Tracks » My Places (POI) » Geofences » Jobs
You are here: Wialon User Guide » Jobs

Jobs Table of Contents N

*Jobs
{1y Attention! This module is licensed separately and can be not included in your -Execute a Command over a

package. Unit

*Reset GPRS Traffic Counter
*Send Information about Fuel
*Send a Report by E-mail

A job is a set of actions which are performed by schedule. A job can be instruction
execution, sending reports by e-mail or something else.

To create, edit and delete jobs, open the Jobs panel in the work area. Here you see +Jobs Management
the list of all jobs created before, information on their state, and the button to create
a new job.

The number of jobs that can be created verify in your account parameters (see User Settings == Account).

0

Createjob &I =] ® >
Jobs ‘? @] E_:?
¥ Repart o B0
'?J Daily report by e-rmail Koz u:f @
¥ cmd Koz ZBHD
:?J In case of alarm Koz u:f ‘Q
.?j Weeldy report Koo w:f @
:?J Manthly report far heawy haulers Ko u:f @

To create a new job, press Create job button. In the dialog choose job type (execute a command over a unit, reset
GPRS traffic counter, send information about fuel or send a report by e-mail). In the next window check units to
assign the job to. Then follow the instructions on the screen.

Create Job

Available job actions:

{* Execute a command over a unit

" Reset GPRS traffic counter

" 5end fuel information by e-mail or SM=
" Send a report by e-mail

Execute a Command over a Unit

Push the Create Job button.

Choose the option Execute a command over a unit.

Select Units to execute a command and push the Next button.
Select a command from the given list of Available commands.

A WNBR

i

YA green sign beside a command means that all selected units support this command.

@ A yellow triangle means that not all of selected units can perform this job. In a popup window you can
see the list of units which do not support it.
5. Define basic job parameters:
= Job name.
= Job description (optional).
= Execution schedule. It can be each .. minutes/hours or on schedule. In the second case you
have to key in time in the format of “hours:minutes” or just “hours”. If you need to indicate several
points in time, separate them by spaces.
= Activation time: date and time when the job will be activated.
= Maximum executions: enter the maximum number of job executions after which it will automatically
disabled. If you leave this field empty, the job will be executed endlessly until you delete it or disable
manually.
= Enable the job to activate it just after creation. If this check box is not marked, the job will be
included in the list anyway, and you can activate it later.
= In the right part of the dialog one can define Time limitations by days, months, time, etc. For
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n

command execution;

sending report or information about fuel;

I g

reset GPRS traffic counter.

One can also handle jobs in the following way:

L.
= Clicking on job state sign ' at the header of the table, you can enable/disable all jobs at once.

o

= Enable or disable X a certain job.
. of Change job properties.
= = Create a new job on the basis of this one.

. @ Delete a job.

Using the filter will save your time when managing jobs. Enter job name or its part into the search field, replacing
any number of unknown characters with the asterisk sign. Press <enter> to apply the search parameters. To
return to the complete list of jobs, leave just one asterisk in the search field and press <enter>. Additional search
parameters are set in the dropdown list where you can choose the resource (account) or leave All.
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Cancel Next

While editing a notification (Notification Properties dialog), this page contains units selected for the
notification (they are checked) and units displayed in the work list at the moment. You can attach more units to
the notification or remove some.

Notification Type

Create Notification

Control type:

v Geofence control

" Speed control

" Alarm button trigger

" Digital input activation/deactivation
(" Message parameter control

" Sensor value control

" Connection loss

" Idles

" Routine servicing

Cancel Back Mext

' Geofence control
In case of this choice, in the following window you have to select geofence(s) to control and control type:
control entries to or exits from geofence(s). To choose several geofences at once, hold <ctrl> key and click on
needed geofences in sequence.

In addition you can narrow trigger case adjusting speed limitations or sensor value range inside (outside) the
geofence. Then the notification will trigger when a unit being inside (outside) a controlled geofence breaks these
limitations.

For additional speed control, indicate lower and higher speed limit, and the notification will trigger if beyond the
limits.

For sensor control you can set trigger inside the indicated values as well as outside them. Choose sensor types
in the dropdown list or set the mask using a wildcard symbol (*). If there will be two or more sensors of the
same type or mask found, their values can be summed or calculated separately (select the corresponding
option).
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Geofence control

Check type:

{* Control entries to a geofence

 Control exits from a geofence

Geofence under control: ﬁﬁﬁ o =l

Kazinca

Ufa - Mihalovka

MeDonalds

CeBIT, 30521 Hannever, Germary
F

e bo Control

Falygon
Speed limit: |
Sensor value contral: [

“! speed control

Define the minimum and/or maximum speed values. If a unit goes out of this range, the notification will trigger.

Speed control

Mo less than, krn/h:

Mo more than, kmydh: 100
2 Alarm button trigger
For this type of notification no specific settings are needed.

A Digital input activation/deactivation
Specify the number of digital input and select control type: trigger on input activation or deactivation.

Digital input activationfdeactivation

Digital input, {1-32): 16
Check for activation: i«
Check for deactivation: [

J'-'.-I

' Message parameter control

Specify parameter, define minimum and maximum values for it, and select control type: trigger in the specified
range or out of it.

Message parameter control

Parameter name: param240 3
Value from: 10

Value to: 3

Trigger in specified range: [

Trigger out of specified range:

" Sensor value control

Choose sensor type in the dropdown list or set the mask usin a wildcard symbol (*). Preset minimum and
maximum values, indicate if you want similar sensors to be summed or calculated separately, and select control
type: trigger in the specified range or out of it. If there will be two or more sensors of the same type or mask
found, their values can be summed or calculated separately (select the corresponding option).
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Sensor value control

Select sensor:
Select sensor on type; [

Select sensor on the mask name:

Sensor type: Temperature zensor
Value from: -0
Value to: 3

Similar sensors:

Sum up values

I
Calculate separately o
Trigger in specified range: e

[

Trigger out of specified range:

% Connection loss

Choose control type. It can be a simple connection loss which registers cases when no satellites lock the unit
during a period of time. There are also cases when all sensors are active and their values are known but it is
impossible to locate the unit. To register such cases, choose the option “Connection or coordinates loss”. Set
also loss time: how long (in minutes) the loss of connection should continue before a notification triggers.

Connection loss

Control type: Connection or coordinates Inwj

Tirne interval, min: g0

b Idles

For this type of control, indicate speed and time. Speed should be more then O km/h in order to exclude
possible equipment errors. Indicate also time allowed for staying. If this time exceeded, this will be considered

as an idle, and the notification will trigger.

Idles control

Speed, no more than, km/h:

Max idle time allowed, min: 10

#% Routine servicing

First, you choose trigger type: notify when service term approaches or notify when service term is expired. Then
indicate the interval before or after the term for the notification to trigger. This interval can be in days,
kilometers or engine hours or all together. You can control all intervals existing in the Service Intervals tab in
unit properties or just several intervals. To indicate certain intervals, deselect ‘Control all service intervals' option
and enter a mask using wildcard symbols like * and ?.

Routine servicing

Motify when service term approaches: &

Motify when service term is expired:

Mileage interval: ¥ 100
Engine hours interval: ¥ &0
Days interval: ¥ &
Control all service intervals: =

Notification Text

The text of notification can be written in any language, contain any characters, words and phrases, and be of
any size. Large messages are acceptable for e-mail notifications. Of course, for SMS notifications it is better to

form more compact messages.
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Creating a Route

Open the Routes Control panel.
Push Create route button.
Select unit(s) to assign the route to.
Set the following parameters:
= Route name to be displayed in the routes list and when tracking the route.
= Route description (optional).
= Route geofence: select a fence to control from the dropdown list.
= Mark Route auto delete check box if you prefer the route to be deleted when finished.
= Specify Activation time for the route, that is date and time when the control of this route will be
started. As it is not always possible to know departure time exactly, you can specify it later at any
moment, even post factum (within today only). If we know, for example, that the vehicle left at
12:00, and now it is already 13:00, enter '12:00' as activation time, and the route schedule will be
counted from this time.
= Mark Route enabled check box to enable the route immediately after creating it. Otherwise, it can be
enabled later.
5. Press OK to finish.

A WNR

Create Route

Route name: Goods tranzportation
Foute description:

Route zone: Route to Contral j
Route auto delete: [~

Activation time: [ 30 S5ep 2009 00:00
Route enabled: W

Cancel Back 0K

After you pressed OK, the route appears on the list. If you selected several units for route control, several routes
will be added. They will have the same names, but if placing the mouse cursor over each of them one can know
the details.

Routes Management

If there are many routes, they can be filtered by various criterion, for example, finished routes, or waiting for
arrival/departure, delayed, etc. The list of filters available see in the dropdown list.

—
=

Create route

Filter: |

All routes .
RoulFijched @
i aiting for arrival

Timnber |ading " aiting for departure

Cut of route »
Shops Delayed b
Warehouses I 5 b

p
b

Berlin route
Bayreuth - Weirnar

Weimar - Bayreuth

XXX

Route to Control

F
~

Q‘( Q‘t Q‘i Q‘( Q‘t Q‘( Q‘( Q‘t
00000000

Timber transportation

i

In the table there is information about the route: route details (in a popup window), route status , etc.
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You can also perform the following actions over routes:

*
enable a route;

5

X disable a route;
of change route parameters (name, description, activation time, etc.);

* create a new route on the basis of another route (this is also a way to reassign a route to a different unit);
@ delete a route.

When a route is finished, its tracking stops automatically. To put a unit on the route again, enter a new activation
time in route settings.

Tracking the Route
There are several ways to monitor how a unit is accomplishing a route.

In the Monitoring panel

In the Monitoring panel in the working list there is a column I presenting information on routes for each

unit separately. The following icons are used:

®. _ no routes are assigned to the unit;

L the unit is moving according to the schedule;
O - the unit is in hurry;

@ - the unit is delayed,

= - the route assigned to this unit is not activated yet;

# _ the route is finished;
? the unit is doing several routes at once;
t - the unit left the geofence of control.

Put the cursor over any of these icons to see details in a popup window. For example, it can be specified
exactly what time the unit is late.

(T} Attention
If there is no such a column in the Monitoring panel, it is probably not activated. To check it, go the User
Settings and put a check mark near Show routes control column on the Monitoring panel.

In the Routes Control panel

In the Routes Control panel place the cursor over a route name to see details in a popup window (unit,
geofence, status, etc.). Under the horizontal line it is indicated on which stage of the route the unit is at the

moment.
. Sulechdw
A\ e
Create route e
Filter: Allroutes = >
Routes \*’ E‘P Zielon.a Gora

Timber lading R @
Shops W qf '\0'

Warehofi- = EERE R == — i

Berlin rgotActivation tirme: 06:00:00 e i .
W aiting for arrival of "AE 10-09 (179)' to 'Control point 3' at 06:00:00 + 3600 secs

Bayreu Is "1 hours 29 minutes’ late
Weimar - Bayreuth b AEL* I
P F @
Route to Control K =7 '\O Zary °
. p Zagal
Tirmber transportation o &7 -G
-J Szpn?‘tawa
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o UJ|6|O{’] USER GUIDE

Trace: » Geofences » Jobs » Notifications » Route Control » Units
You are here: Wialon User Guide » Units

Units Table of Contents -

*Units
*Unit Properties
-Units Management

Open the Units panel in the work area. Here you see the list of units available to the
current user. Units are created and configured here, and after that they become
available for tracking. On the list the units are displayed in the alphabetical order.

The number of units allowed can be known from your account parameters (see User Settings == Account).
Unit Properties
You configure unit while creating it (the Create unit button) or while updating it (the Edit unit button & )-

Unit Properties

I General ” ACCESS0rs " Image ” Advanced " Sensors ” Logs " Custom Fields " UnitGruups}

[ Trip Detection M Fuel Consumption ][ Service Intervals

Unit properties dialog has several tabs which detailed description can be found in the following topics.

= General

= Accessors

= Image

= Advanced

= Sensors

= Logs

= Custom Fields

= Groups

= Trip Detection

= Fuel Consumption
= Service Intervals

At the end press OK.

(T ATTENTION!

Units with the same IDs or phone numbers cannot exist in the system. If you are trying to create a unit with ID or

phone number which already belong to a unit in the system, an alert will be displayed and you will be offered to
edit the unit. If you will not edit these fields, the unit will be created anyway but with no ID or phone number.

Units Management

= List ot
As needed, a filter can be used to easily find a necessary unit. Create Unit  ~ >
Enter a name of a part of a name using asterisk sign (*) to . e
replace any number of characters at the beginning or at the Daits &%
end of the name. Push the Apply filter button to start Fish Boat & ¢ ()
search. Units which fit your request will be displayed on the i - 2
list. To return all units back to the list enter "*' in the search | Fusl Rivers ¢0
field and apply. Fura 1475683 AC gEBO
Place a mouse cursor over unit to display its details in a Fura 1476495 AC & ¢ @
popup window (type, ID, phone number). Unique ID and unit ) 7 @
phone number are shown only to users who have edit or S0 Sl =
manage access level to the unit. SMS Sim2 FrdE 4 @
Units on the list can be edited, copied, deleted, their Tracktor [% o @
properties can be exported or imported. e s ippez

) Unique ID: 135

& Edit Phone number: +7339494567

You can view and/or edit unit properties. To do this, press the configuration button. A color of the point near the
button indicates your access level to the unit:

. o (rose) - manage,
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o L_U|alor'] USER GUIDE

Trace:

» Notifications » Route Control » Units » General » Accessors

You are here: Wialon User Guide » Units » Accessors

Accessors

On this tab you indicate access level to the unit for different users. There are four access types:

None: the user will have no access to the unit at all.

View: the user will be able to view unit movement and location on the map, read notifications, generate
reports.

Execute commands: the user is allowed to execute commands over unit.

Edit: the user is allowed to change unit properties.

Manage: the user will have exhaustive rights, up to delete the unit.

Select user at the left, and assign access type at the right. You can determine rights for several users at once. To do
this, select the needed items holding <ctrl> or <shift> key. After the access level has been assigned to a user, this
user's name on the left acquires the corresponding background.

If you have less than 100 users, the full list of available users is displayed when you open the tab. If you have more
than 100 users, the list is empty, and you need to apply the filter to search and display users. On the bottom of the
dialog enter request text using wildcard symbols * (replaces any number of characters) and ? (replaces one
character). After entering a text, press Apply. Search results will be displayed on the list.

To assign access for users to a unit, you need to have manage rights to these users. Otherwise, you will not see the
users on the list at all.

[ General ][ ACCessors ][ Image ][ Advanced M Sensors ][ Logs M Custom Fields M Unit Gruups]

[ Trip Detection H Fuel Consumption M Service Intervals

rall users rAccess level
Beleberda = Mone i@
Durermnar -
Jally Roger View o
Labuda Execute commands [
Monstr :
Mewkewtew Edit o
kaka Manage [
mama
nana
bapz ... |

|

Filter * Apply

* Enter full object name or its part using *? symbols and press apply button.

(T3 Note.

This tab is not available if:

= you have no users;
= you have no manage right to your users;
= your access rights to this unit are lower than manage.
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O L_U|alor'] USER GUIDE

Trace: » Route Control » Units » General » Accessors » Image
You are here: Wialon User Guide » Units » Image

Image

You can select and load any image to display the unit on the map.
There is a number of standard images: push the Image Library button and select one.
You can load your own image. Push Browse and select a file on the disk.

Otherwise you can leave the unit without image. In this case the unit is represented on the map by its name or by
motion/stop signs (depending on user settings).

[ General H Accessors “ Image ][ Advanced ” Sensors H Logs ” Custom Fields ” Un'rlGruups]

[ Trip Detection ][ Fuel Consumption H Service Intervals 1

Current image: @
Daszop... I
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o L_U|alor'] USER GUIDE

Trace: » Units » General » Accessors » Image » Advanced
You are here: Wialon User Guide » Units » Advanced

Advanced

On this tab messages validity parameters are defined, colors for tracks are adjusted,
and speed limitations are set.

Speed limit

Enter the maximum speed allowed. All messages with higher speed will be
detected as cases of violation and exported to the report on speedings.

Maximum interval between messages

Maximum interval between messages (in seconds) is needed to exclude invalid
messages. When the indicated value is exceeded it is regarded as connection
loss (GSM). These cases can be viewed in the report on connection quality.

Table of Contents -

*Advanced
*Speed limit
*Maximum interval between

messages

-Daily engine hours rate
*Speed based track colors
*Sensor based track colors
*Sensor color in the

Monitoring panel

*Enable filtration of unit

position information in
messages

[ General " ACCessors ” Image “ Advanced ][ Sensors ” Logs H Custom Fields H Unit Groups

Trip Detection ][ Fuel Consumption ] Service Intervals
Parameters used in reports:

Speed limit, km/h; 98
Maxirmurn interval between messages, seconds: 300

Caily engine hours rate, hours; 1]

[l_ Speed based track colors

[I_ Sensor based track colors

[I_ Sensor color in the Monitoring panel

Enable filtration of unit position information in messages: W

Skip invalid messages: [
Minimum satellites: 4

Maximurn HDOP value: 20

Maximur speed value:

Daily engine hours rate

If the unit has an engine hours sensor, here you can indicate the daily rate of engine hours to use this value in

the corresponding report.

Speed based track colors

This feature is used to draw unit tracks in the Tracks panel, in the Messages Mode, and in the reports. If this
option is activated, track colors will depend on unit speed. If not activated, one color is applied to the track

regardless the speed.

Enter pairs Speed/Color separating them by ‘;'. For example, if 'O ffOOOO; 60 ccOOOOff' is entered the track
consisting of messages with speeds form 0 to 59 km/h will be displayed in red color, over 60 km/h - in blue.

To set a color you can use also a color panel on the right of the table of speed and colors. To activate the

panel, click on any colored rectangle.

To apply settings push Refresh %.

pred

To restore default colors push Reset to default
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I+ Speed based track colors
Speed Caolor
0. 19 [ |
20 .49 [ |
50 ., 99 [ ‘.’ o
100.0o [
0 eecflala;20 eed?2ec] 50 CCO29508:100 eadbhaa By <m

Sensor based track colors

The track can be drawn in different colors according to a sensors values. Choose a sensor to be taken into

account. Then define sensor values and colors corresponding to them in the same way as for speed based track
colors.

¥ Sensors based track colors

SENsSOFE  adcl d

Value Calor

EL=- -

P

@
2. ;@ - \.
0 eeFFO000;1 ee00FFO0;2 ee0000FF -

Sensor color in the Monitoring panel

It is possible to visualize sensor state on the monitoring panel in the appropriate column that is activated in
User settings => Monitoring panel.

Value intervals and colors are set in the manner as for track colors. Besides, you can enter description for each
interval. These descriptions will be used in popup windows for the Sensor Value column in the monitoring panel.
If no description is assigned here, the exact value will be displayed in the popup window.

¥ Sensor color into monitoring panel

Sensorss Temp j

Value Color/State text

N M Ciiicality ©
2.5 Attention O‘
5.7 Maormn 1 [dairy]

7.10 I Mo 2 (fish)

i0..12 W o 3 meat]
12 .15 [ | loe Age

15 .. @ ]

0 eeff000 KpacHei:2 eeff3000 Opanxessin:S ee00f §y <

Enable filtration of unit position information in messages

All messages without any exception are stored in the system. However, if having outlying data, it can affect
reports and other processes based on database analysis. That is why, it is recommended to enable filtration of
data. For example, if there are outlying data, messages without coordinates, etc, these messages can be
marked as invalid and ignored when generating reports, calculating mileage, and so on. To adjust filtration
settings, fill in the fields:

Skip invalid messages

Some controllers may send a flag about coordinates validity/invalidity in messages. A messages with invalid
coordinates is marked by the flag of invalidity, and when sending such a message to the server, the current
time and the last valid coordinates are given. Wialon will consider this message as a message without position
data, and it will be not used when constructing movement tracks, detecting location in reports, etc. However, if
this messages contains other parameters (such as sensors values), they will be used.

Maximum speed
The messages which contain the speed higher than set here, are marked as invalid.

Minimum satellites

If the number of satellites locked is lower, the message considered to be invalid. Recommended value is three
and more, but some equipment can give correct coordinates beginning form two satellites.

Maximum HDOP value

HDOP refers to Horizontal Dilution of Precision. Here you set the minimum HDOP value for messages to be
regarded as valid. The lower this parameter, more accurate the coordinates.
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O UJ|6|O{’] USER GUIDE

Trace: » General » Accessors » Image » Advanced » Sensors
You are here: Wialon User Guide » Units » Sensors

Sensors Table of Contents N
“Sensors
On this tab sensors connected to equipment are added and configured as well as -Sensor Parameters

edited and removed. *Calculation Table

To create a new sensor push Add a new sensor button, fill in the fields and press Caleulation Table Wizard

OK *Calculation Chart

[ General ][ ACcessors M Image ][ Advanced ][ Sensors ][ Logs ][ Custom Fields ][ UnitGruups]

Trip Detection " Fuel Consumption | Service Intervals

Add a Hew Sensor - Clone Sensor - Modify Sensor - Delete Senzor

Name Type Metrics Parameter Description
¢ engine operation Engine ignition sensar onfOff pwr_int
¢ violtage Yaltage sensor W pwr_int
¢~ power backup Custom digital sensor onfOff in3
~ GEM Custamn sensar asm
¢ tempZ Temperature sensor o termp_int
¢~ Roaming State sensor ing
¢ battery operation Customn digital sensor on/Off pwr_int
¢ templ Temperature sensor “C tempz

Sensor Parameters

= Name
Give a name to the sensor. It will be visible.

= Sensor type
Choose the sensor type form the dropdown list of available types.

= Unit of measure
As a rule, possible unit of measure is given. However you can key in your own. This is especially
applicable for digital sensors such as engine operation sensor, cargo load sensor or custom digital
sensors. Instead of default On/Off values you can key in Activated/Deactivated, “Laden/Unladen”, and so
forth.

= Parameter name
This name comes in messages. If the unit already has messages, parameter's name can be picked up
from the list of available in the last message.

= Description
This field is optional. Add any description and options if needed.

73


http://gurtam.com/en/docs/user-guide/
http://gurtam.com/en/docs/user-guide/_detail/devices:devices05.png?id=devices%3Aconf-sensors



http://gurtam.com/en/docs/user-guide/_detail/devices:devices05a.png?id=devices%3Aconf-sensors
http://gurtam.com/en/docs/user-guide/_detail/devices:devices05b.png?id=devices%3Aconf-sensors



http://gurtam.com/en/docs/user-guide/_detail/small:mon27.png?id=devices%3Aconf-sensors
http://gurtam.com/en/docs/user-guide/_detail/devices:devices05c.png?id=devices%3Aconf-sensors
http://gurtam.com/en/docs/user-guide/_detail/devices:devices05d.png?id=devices%3Aconf-sensors



http://gurtam.com/en/docs/user-guide/
http://gurtam.com/en/docs/user-guide/_detail/devices:devices06.png?id=devices%3Aconf-log

O L_U|alor'] USER GUIDE

Trace: » Image » Advanced » Sensors » Logs » Custom Fields
You are here: Wialon User Guide » Units » Custom Fields

Custom Fields

Custom fields can be added to register additional information of any type. This can be some notes or precisions about
the equipment, vehicle or any other information needed.

Key in a field name and its value and press the Add button. To delete a field press Remove.

[ General H Accessors ” Image H Advanced ” Sensors “ Logs ][ Custom Fields ][ Unit Groups
Trip Detection ][ Fuel Consumption ][ Senvice Intervals ]

Name Yalue

Carrying capacity 3 tonnes @
Fuel Gas @
“ear mark, 1339 '@
Made i Il ©
| o

When the next time you will open unit properties dialog, the entered fields will be alphabetized. The same will happed
when displaying custom fields in unit info tip and in statistics of reports.

Usage

Custom fields can be displayed in unit info tip when you put a mouse cursor over the unit name or unit icon on
the map. This option is switched on/off in User Settings == General == Show in unit info tip.

Custom fields can be also displayed in reports in the Custom Fields report.

devices/conf-fields.txt - Last modified: 12/05/2010 10:27 by alek
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Trace: » Advanced » Sensors » Logs » Custom Fields » Groups
You are here: Wialon User Guide » Units » Groups

Groups
On this tab you can view whether the unit is included in some group or not. You can also see the list of all existent
groups and include the unit to one or several groups if needed.

To include/exclude the unit in/from groups, use the appropriate buttons Add and Remove or double-click on a group
in the appropriate list.

[ General M ACCESSO0IS ][ Image M Advanced ][ Sensors M Logs ][ Custom Fields ][ UnitGruups]

[ Trip Detection M Fuel Consumption H Service Intervals

All groups: Groups which include the unit;
Group 1 =l Group 2 =
Group 3 Oceanic 10

Heavy Haulers
Administration
texica

Wen

F amily

»» Add << Remaove
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Trace: » Sensors » Logs » Custom Fields » Groups » Trip Detection

You are here: Wialon User Guide » Units » Trip Detection

Trip Detection Table of Contents -

Here you define parameters to detect trips and stays. Trip is a period of time when a
unit was moving. Stay is a period of time when a unit was motionless.

“Trip Detection
*Movement Detection
*GPS Correction

Depending on the equipment installed and the parameters set on this tab the reports
on movement intervals (trips) and idles (stops, parkings) can be rather different.

Movement Detection

There are five main methods of how movement intervals are detected:

1.

GPS speed

This method is universal and can be applied to any device type and configuration. The parameters of this
method are described below.

. GPS coordinates
This method is universal as well. The movement is detected if the coordinates in two successive messages
are different. The fact is that some equipment types do not provide speed parameter in messages. In this
case, movement can be detected by coordinated without installing additional equipment.

. Engine ignition sensor
This method is available for units having ignition sensor. If so, the trip begins when the sensor is
switched on and ends when the sensor is switched off. Besides, GPS correction can be added.

. Mileage sensor
This method can be used for units which have a mileage sensor. The sensor transmits the absolute
mileage. The beginning of a trip is detected when the mileage value increases, and the end is detected
when mileage value stops to grow. Here GPS additional correction is also available.

. Relative odometer

shows what distance was rolled from the previous message. Note that ‘Minimal movement speed'
parameter must be '0".

[ General ” ACcessors “ Image " Advanced M Sensors " Logs M Custom Fields M Un'rtGruups]

l

In all

Trip Detection ][ Fuel Consumption M Senvice Intervals 1

Movernent detection: Engmmgmtlonsensni j

Allow GPS correction: [ GPS speed

} ) GPS coordinates
Min satellites count: 2 E haire ighition sensor

Mileage zenzor
Fielative odommeter

Min moving speed, km/h: 2

Min parking time, seconds: 500

Max distance between messages, meters: {000

Min trip time, seconds: 1]
Min trip distance, meters: 100
cases you can additionally use GPS correction to receive more precise data in reports.

GPS Correction

To activate GPS correction of data put a check mark near Allow GPS correction.

Minimum satellites count

It means how many satellites are needed to consider data to be valid. Recommended number is three
and more, but two are enough for some types of equipment.

Minimum moving speed
Specify which speed should be considered as the beginning of the motion. This is needed to exclude
adjustment of data. The equipment can locate coordinates with an accuracy of *10, so a speed of 1-2
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Trace: » Logs » Custom Fields » Groups » Trip Detection » Fuel Consumption
You are here: Wialon User Guide » Units » Fuel Consumption

Fuel Consumption

Wialon has instruments to calculate fuel level and fuel consumption. Parameters to
calculate fuel and calculation method itself are set on this tab.

Fuel fillings and thefts can be detected only if unit has fuel level sensors. Fuel
consumption calculation will be more accurate if unit has fuel consumption sensors,
however it can be calculated with mathematical method.

General H Access for users ” Image " Advanced ” Sensors " Custumﬁelds]

[ Groups " Trip detection “ Fuel consumption ]

Fuel fillings fthefts detection
Minimurm fuel filling volume, litres: an

Minirnurn fuel theft volurne, litres: 10

Ignore the messages after the start of motion, sec: 1

Minimum stay timeout to detect fuel theft, sec: =]
Detect fuel filling only while stopped: ™
General sensors parameters

Merge same name sensars(fuel level): r
Merge same name sensors(fuel consurmption): r
Tirme-based fuel level sensors consumption: r
Filter fuel level sensors walues: I
Filter quality {0..255): g
[ Consumption math

Idling, litres per hour: 2
Urban cycle, litres per 100 km: 10
Suburban oycle, litres per 100 km; 7
Coefficient when roving under load: 113
[T Consumption by rates

Summer consumption, litres per 100 km: 10
Winter consumption, litres per 100 km: 12

Winter fram:
Winter to:

[¥ Fuel level sensors (Used in reports)

17| December=|
a0 j February j

Replace invalid values with math consurmption:

[~ Impulse fuel consumption sensors

-

Max impulses:

Skip first zero value:

[ Absolute fuel consumption sensors

[ Instant fuel consumption sensors

Fuel fillings/thefts detection

Table of Contents -

*Fuel Consumption
*Fuel fillings/thefts detection
*General sensors

parameters

-Consumption Math
*Consumption by rates
*Fuel level sensors
*Impulse fuel consumption

sensors

*Absolute fuel consumption

sensors

*Instant fuel consumption

sensors

Minimum fuel filling volume: how considerable should be increasing of fuel level to be regarded as a filling.

Minimum fuel theft volume: how considerable should be fuel level fall to be regarded as a discharge. This is
activated only when the unit is stationary.

Ignore the messages after the start of motion, sec. At the very beginning of movement the data on fuel
level can not accurate, so you can ignore these messages.

Minimum stay timeout to detect fuel theft, sec: how long should continue a stay accompanied with fuel level

decreasing to be regarded as fuel theft.

Detect fuel filling only while stopped. If activated, the volume of filling registered can be fewer. In this case,
fuel level before filling is taken from the messages with zero speed only.

General sensors parameters
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Trace: » Custom Fields » Groups » Trip Detection » Fuel Consumption » Service Intervals
You are here: Wialon User Guide » Units » Service Intervals

Service Intervals

In this tab you define maintenance intervals to perform all needed for your unit routine servicing in time. These can
be oil change, yearly checkup or just a washing.

In the list you see the name of each interval, its description (if available) and the state - how much days, engine
hours or kilometers has left or are already expired to do this service. Depending on the state (time left or expired),
the lines are red or green.

[ General " Accessors “ Image ][ Advanced M Sensors ][ Logs M Custom Fields M Unit Gruups]

[ Trip Detection ][ Fuel Consumption ” Service Intervals

Mew Service Interval  Clone Service Interval  Modifu Service Interval  Delete Service Interval

Service Name Description State
@ Qil Change 452 km left, 77 engine hours |eft,
¢~ Tearly Checkup {obligatary) 134 days left,
¢ Washing {optional) 5 days expired,
Electronic Equipment 120 engine hours left,
Inspection

To add a new service interval, press New Service Interval button. Then enter necessary parameters: name,
description, interval and last execution time.

Service Mame: 0il Change

Description: [obligatam)

Mileage interval: ¥ 350 krn Last service: 5R7 kern
Current mileage: 4E5 krn

Engine hours interval: ¥ 77 h Last service: 1032 h
Current enging hours: 1032 h

Days interval: o days Last service: 1 Apr201017:03
Cane times: 3

Cancel 1.4

Three ways to indicate an interval are possible:

= Mileage interval means that the service must be done every n number of kilometers travelled.
= Engine hours interval means that the service must be done every n number of engine hours.
= Days interval means that the service must be done every n number of days.

You can simultaneously choose several interval types at once, and each of them will be calculated independently. That
is the term by days cab by expired, but by mileage the term has not passed yet.

When choosing an interval, indicate which counter value (or day) was when this kind of service was made the
previous time. Enter this value into the Last Service field. For your convenience, the current values of the counters
are indicated below.

(T Attention.
Check your counters properties on the schetchiki*General tab, do not forget to mark the Auto checkbox.

Done times: here you indicate how many time this kind of service was already done. This number can be entered
into this field manually or changed automatically when registering a service of this kind. Besides, after registration the
time of the Last Service changes, and the count of days/kilometers/engine hours will be zeroed and started again.

At the end press OK. The newly created service interval will appear on the list. To manage intervals, use the following
buttons:

= New Service Interval opens a dialog to create a new service interval and set parameters for it.
= Clone Service Interval opens a dialog with all parameters of the selected interval. You can edit these
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[ General ” Access to Objects ” Advanced ]I Custom Fields]

Name Yalue
shift I o
stage 2 years ‘Q
units under control 17 @
time base [=:3 @
computer number o7 ‘5
categony & ‘0
W’

The next time you open the dialog custom fields will be automatically alphabetized.

Managing Users List
For your convenience, the users are arranged by name. If there are many users, use filter to easily find them.
Enter your inquiry using the asterisk sign (it replaces any number of characters) and push Apply filter.
The following actions are possible:
4 edit user's configuration;
* create a copy of this user;

@ delete user from the system.

The dialog to change user configuration is similar to the Create User dialog, but is has one more tab - Log. Here
you can view all users' logins to the system during an indicated period of time. Specify the period and push Show.

[ General ][ Access to Ohjects M Advanced ]l Logs ][ Custom Fields

Message type Time from Time to
|dzer logz j 1 Apr 2009 00:00 A0 Apr 2010 2359
Date Time | type host seTvice gid

2010-04-22 (140139 (logive | 127.00.1 | wialon-weh | 8874deda0cE0dd 2884 2ed1 DER0E 5036
2010-04-22 [ 14:53:24 | logout | 127.0.0.1 | wialon-web | 82744e4a0080dd2268 40 241 08008 5036
2010-04-27 [ 14:03:19 |login | 127.00.1 | wialon-web | 6c818505e 55880 7300847 2d400050:
2010-04-27 { 14:04:04 | logout | 127.0.0.1 | wialon-web | 6cE18505e55f8h 0 7309847 2d400050:
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load your own image (Browse button).

Managing Groups
One unit can be included in any number of groups. Put the mouse cursor over a group name, and in the popup

window you will see the names of all units in this group and their current location.

By default, the items in the list are arranged by name. For easy search and arrangement you can use the filter.
Enter your inquiry using the asterisk sign (it replaces any number of characters) and apply the filter.

In the list of the groups there is a column that shows .

There is a number of actions possible:

=

o

the number of units in the group;

view and edit group properties (add/remove units, change image, reassign access rights);
import properties from a file;

' create a new group using this one as a basis;

©

delete the group from the system (deleting a group does not mean deleting the units included).

Import Unit Properties from File

Unit properties previously saved to an XML file can be imported to several units at once if these units form a

group. To import properties, press the Import button “ against the needed group. In the dialog check the units
to import settings to and press Next. Then select a file, check needed sections and press OK. The result will be
displayed in the same dialog. Detalils...
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Trace: » Users » Unit Groups » Drivers » Messages Mode » Reports Mode (New Version)
You are here: Wialon User Guide » Reports Mode (New Version)

Reports Mode (New Version) Table of Contents -

*Reports Mode (New Version)
@ Attention! This module is licensed separately and can be not included in your

package.

*Report Generation
-Online Report

To switch to the Reports Mode, select the appropriate item in the modes panel. As a
result reports window will open. Here you can generate reports in real time and view them right in the browser or

Switch to the
Reports Mode
Y ° ey =
v v Pt A Mkerg "0\ MPSONS: - e e T |
¥ ot M L Lm;d.ﬂdc l.“'-'““'"-“ ol
) el ng-v/ et S 7 s i
Report template: Daily Repon j 54 V) - m\ysm ° Dirgeistace o anm‘i
Kortachy e . B © 5 9ad Sooden o ._w&:—m
Object: Fish Boat H &\ eade walbeok U Geers | o F
LichiEntels sla E P ® o Semhe "““"‘x"‘?
—— = o Frtg oy, e ] nﬁ‘f"" Treflurt ] ° 5
Interval type: Specified interval j el Frankenou = A ° Badf Ltz __/m-m-h Ao
- Jrankibey  BadZwedtn © Sortra Emm e
H (-] Apoiy
Frorm: 29 Mar 2010 0000 alF e k_\ ‘E%ropemnx\_j Erﬂm \'\n\c\rnv\
e a evica | Viprra
To: 29 War 2010 23:56 s enee Sy & Y AP T gaflega 2
| Pies ALk [Hessen) [rad Hefuld -] """-"d" Blankenhasn
] ’ Vacha @ Bmmrmc ® bt ""'"""?' -
Execute Clear Export lo File —-i"l“ﬂd? Kt /1 Sadtergefekd PR Sralim ""‘"‘"
I mi ,“.%mmﬂhﬂ‘d Greberau o i, Y e S Hee
Report templates L X o, P S Te NI a0 Ja.nmcawm‘
Create Template A1 I I »
Fuel Consumption & 0 @
Connaction FHQ
Daily Report & 5 ‘0
Idles and Thefts 1,!' ') 'G
Chat History & & ‘Q
Group Report 1_1' ] 0

The Reports Mode window can be separated into four sections:

= In the top left hand corner the basic parameters to generate a report are adjusted.

= In the bottom left hand corner you create and store your report templates. After an online report is generated,
this section changes for the navigation bar.

= |In the top right hand section there is the map.

= In the bottom right hand section you see the report itself if it has been generated online. A report appears in
the form of tables and charts.

The sizes of the sections are changeable. Click on the horizontal or vertical slider and holding the left mouse button
drag it up/down or left/right.

Report Generation

To generate a report, set the following parameters:
Report template

Choose a template from the dropdown list. On the right of the selected template there is a button & to display
template settings for viewing and editing. @ If you have no templates, it is impossible to generate a report.
Templates are created and stored below (see Report Templates for details).

Object

Each report can be dedicated to unit or unit group. This choice is defined when creating the template. So,
depending on the selected template, you will be offered to choose an object from the dropdown list of units or unit
groups. If the report is dedicated to unit group, all groups appear in the dropdown list (unit groups must be
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Trace: » Unit Groups » Drivers » Messages Mode » Reports Mode (New Version) » Report Templates
You are here: Wialon User Guide » Reports Mode (New Version) » Report Templates

Report Templates Table of Contents -

*Report Templates
The list of all templates available is located in the bottom left hand corner of the

window under the header Report templates. Here you can create, edit and delete
templates for reports. Check the number of templates possible to create in your
account parameters (see User Settings == Account).

*How to Create a Report
Template

-Options

Managing Report Templates

Report templates

Create Template &l j * ¥
Fuel Consumption & '@
Connection g '@-
Ciaily Report u;,l" '@l
Idles and Thefts g '@
Chat History ,:,r“' '@
Group Report ugf '@
Complete Report J @

How to Create a Report Template

To create a new report template, press the Create template button.
In the dialog enter a name for the template and choose one of two types:

= Unit: this template will be applicable to separate units.

= Unit group: this template will be used to gather information about several units at once. These units must
be presented as a unit group. (T) Note: to create reports for unit groups, the Advanced Reports extension
package is required.

(1) Attention!
It is not recommended to change template type when editing a previously created template because all template
contents will be lost with this action.

Create Report Template

rReport properties
MName: Type: Unit j Add Table  Add Chart

rContents rAdvanced settings
[ Options

[] Map output
[] statistics

Cancel 1].4

After entering name and selecting type, add tables and charts to your template, set statistics parameters and
advanced settings as described below:

= Tables
= Charts
= Options
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Trace: » Reports Mode (New Version) » Report Templates » Tables » Chat » Chronology

You are here: Wialon User Guide » Reports Mode (New Version) » Tables » Chronology

Chronology

This kind of report gives information about all actions and changes in unit state during the indicated period of time.
Unlike most of other tables which are dedicated to a certain thing (parkings, sensors, trips, etc.) this table can unite

phenomena of various kinds which allows to estimate movement history in the whole.

The following things can be included to the chronology (in the template select necessary):

The

Trips

Parkings

Stops

Engine hours
Fillings

Thefts

Events

Drivers
Speedings
Connection loss

Sensor trigger (enter one or two masks to indicate needed sensors)

Type: trip, parking, stop, engine hours, filling (or reg. filling), theft, event (or violation), driver, connection

loss, sensor.

following columns can be selected to form the table:

Beginning: when the detected activity began.
Initial location: unit location at the moment of activity beginning.
End: when the detected activity finished.

Final location: unit location at the moment of activity end.
Duration: how long this activity lasted.

Description: for trips and speedings - mileage, for events and violations - the text of notification, for engine
hours - duration, for drivers - registered driver name or 'driver unbound', for fuel fillings and thefts - the
volume of fuel and sensor name, for sensors - sensor activation/deactivation.

Type
Stay

Trip
Speeding
Stay

Trip

Stay

Trip

Stay

Req. filling
Trip

Stay

Trip

Connection loss

Beginning

2010-03-04 00:
2010-03-04 12:
2010-03-04 12:
2010-03-04 12:
2010-03-04 22:
2010-03-04 23:
2010-03-05 10:
2010-03-05 10¢
2010-03-05 11:
2010-03-05 12:
2010-03-05 12:
2010-03-05 23:
2010-03-05 23:

00:25
22:07
26152
46:23
40:29
12:15
16:43
54126
0o:oo
16:4z2
43:44
0030
23:50

Initial location

P33

P33

Messeschnellmeq, Laatzen, DE

W alsrader Strafie, Langenhagen,
Walsroder Strafie, Langenhaagen,
P31

P31

Joachimstralie, Hannover, DE
Joachimstralie, Hannover, DE
Walsroder Strafie, Langenhaagen,
W alsroder Strafle, Langenhagen,
1

109

DE
DE

CE
DE

Duration Description

12:21:39
0:24:16
0:01:40
9:54.:06
0:31:46
11:04:28
0:37:43
1:22:16
0:00:00
0:27:02
10:17:06
0:59:08
0:36:09

Mileage: 16,91 kkm
Mileage: 3.42 km

Mileage: 16.88 km

Mileage: 10.04 lkm

40,00 It, sensar: Mathematical

Mileage: 3.61 km
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